a complete stereo 
for only 


system 


THE DUETTO 9GNS. 


Integrated Transistor »°4P 7/6 
Stereo Amplifier 

The Duetto is a good looking 
quality amplifier, attractively 
styled and finished. It gives 
superb reproduction previously 
associated with amplifiers 
costing far more. 


Specification: R.M.S. power output: 3 watts 
per channel into 10 ohms speakers. 

Input Sensitivity: Suitable for medium or 
high output crystal cartridges and tuners. 
Crosstalk better than 30dB at 1Kc/s. 
Controls: 4-position selector switch (2 
pos. mono and 2 pos. stereo) dual ganged 
volume control. 

Tone Control: Trebie lift and cut. Separate 
on/off switch. 

A preset balance control. 


28 gns! 


THE DUO 4 GNS. 


The new Duo general purpose 
2-way system is beautifully 
finished in polished teak 
veneer, with matching vynair 
grille. it is ideal for wall or 
shelf mounting either upright 
or horizontally. 

Specification: Impedance 10 ohms. It 
incorporates Goodmans high flux 


6" x 4° and 23” tweeter. Teak finish. 
12” x 63" x 53”, 4 gns each, p &p 7/6 


Garrard Changers from £7.19.6 
p&p7/6 


Cover and Teak finish Plinth 
£4.15.0 p &p 7/6 


THE RELIANT 


Solid State General Purpose Amplifier 


63 GNS. 


Papve 


Specification—Output: 10 watts into a 3 ohm speaker. Inputs: (1) for 
mike (10mV). Input (2) from gram, radio (250mV) individual base and 
treble control. Transistors: four silicone and three germanium. Mains 
Input: 220/260 volts. Size: 104” x 43° x 23”. Price: 63 guineas in teak 
finished case. Less teak case 5} gns, p & p 7/6. Mike to suit (Crystal): 
12/6 plus 1/6 p & p. 

8* x 5” speaker 14/6 plus 3/— p & p. 


THE VISCOUNT 


134 GNS. 
Parts 
Integrated High Fidelity Transistor Stereo Amplifier 
Specification—Output: 10 watts per channel into 3 to 4 ohms speakers 
(20 watts monaural). Input: 6 position rotary selector switch (3 pos. 
mono and 3 pos. stereo), P.U., Tuner, Tape and Tape Rec. Out. Sensi- 
tivities: All inputs 100mV into 1-8M ohm. Frequency Response: 40Hz— 
20KHz+ 2dB. Tone Controls: Separate bass and treble controls; treble, 
13dB lift and cut at 15KHz; Bass, 15dB lift and 25dB cut at 60Hz. Volume 
Controls: Separate for each channel. AC Mains Input: 200-240v. 
50-60Hz. Size, 124” x 6” x 23° in teak finished case. Built and tested. 


RADIO & TV COMPONENTS (ACTON) LIMITED 


All orders by post to our Acton address 


21c High Street, Acton, London, W.3. 


and also at 323 Edgware Road, London, W.2. 


161 


